


Conn ect th e Arduin o nano-like board. Be car eful with positionin g 

th e board, n otic e th e position of the USB 

conn ector [ Pic . 13]. The board has pr e-installed b asic 
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Connect the cable (included in the package) to electricity  
(USB port on PC, power bank with 5V output or phone charger 
with 1.5A output minimum) and connect the cable to the 3Dsimo 
KIT. LCD display will turn on after few seconds, showing gradual 
heating of the nozzle, depending on chosen material heat profile. 
Material heat profiles can be changed using the buttons on the 
back of the 3Dsimo KIT [Pic. 15].

01

FIRST START

18



15

19



When the nozzle is heated up to a temperature, filament 
feeding motor will be activated. The motor is operated via 
front two buttons [Pic. 16]. Button closer to the nozzle feeds 
the filament forward, the other button pulls out the filament 
after one click. If the buttons work the other way, the motor 
is plugged the wrong way and you have to unplug the 
motor, turn around the connector and plug again. 
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Using the filament:

Always use straightened filament without any deformations and 
with straight cut end. Push the filament into the opening on the 
back of 3Dsimo KIT, keep pushing as far as possible.

Push the front button and gently push the filament in, the feeding 
mechanism will do the rest. In about 10 seconds, the filament will 
start to come out of the 3Dsimo KIT.
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Changing/removing filament: 

Push the return button and lightly pull the filament out [Pic. 17]. 

ALWAYS pull out filament after heating up the nozzle to 
working temperature!
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WARNING

1. Danger of burns. The nozzle heats up to 250 °C. Never touch 
the nozzle or plastic parts near it.

2. Avoid contact of the nozzle and flammable substances.

3. This product is NOT a toy, children must be supervised when 
using 3Dsimo KIT.

4. Never use this product without the fiberglass part, danger  
of damage to the nozzle. 

5. 3Dsimo KIT must be stored in dry environment, any contact 
with fluids can damage 3Dsimo KIT.
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6. Never use damaged power cable, danger of fire  
or/and electrocution.

7. Some parts of 3Dsimo KIT have exposed electric 
components, avoid contact with conductive surfaces.
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WARRANTY

Warranty applies only to individual components for duration 
of 12 months after purchase.

In case of warranty claim, contact our customer support:

support@3dsimo.com

 

For more information visit: 

www.3dsimo.com/kit
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Assemble Program Upgrade Have Fun


